
PAH-Series
Hydraulic press for lipping

Hydraulic Press specially designed for lipping works of solid wood with medium thickness
for the production of laminated beams and all kind of edge joining.

Its main working characteristic is its hydraulic pressing system placed by means of movable crossbeams,
thanks to this it is possible to apply this working pressure in many different ways depeding on the particular 

works to be done.
Frontal pressure system is done by two independent cylinders, that can be moved and to adjusted in X - Y.

This machine is constructed upon request with special characteristics.

The hydraulic groups can be pla-
ced along the machine.

There are taps to activate 
work groups.

Front clamping groups to 
hold the material

pressed and with height 
adjustment.

Fast and easy system to 
height adjustment. 
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PRESS SPECIFICATIONS PAH-3000 PAH-6000 PAH-9000

Maximum length ( X ) 3.000 mm 6.000 mm 9.000 mm

Maximun / Minimum heigth ( Y ) 1.300 / 400 mm 1.300 / 400 mm 1.300 / 400 mm

Maximum / Minimum width ( Z ) 150 / 40 mm 150 / 40 mm 150 / 40 mm

PRESS STRENGTH

Maximum total strength ( Fy ) 27.000 kg 54.000 kg 81.000 kg

Maximum strength per cylinder 4.500 kg 4.500 kg 4.500 kg

PRESS ELEMENTS

Number of hydraulic cylinders 6 units 12 units 18 units

Internal diameter of cylinder / Cylinder stroke Ø 63 / 200 mm Ø 63 / 200 mm Ø 63 / 200 mm

Number of pneumatic frontal beams 3 units 6 units 9 units

ELECTRIC CONECTION

Voltage / Frequency 400 v. (III+PE) / 50 hz. 400 v. (III+PE) / 50 hz. 400 v. (III+PE) / 50 hz.

Electric power 2 kw 2 kw 2 kw

EXTERNAL DIMENSIONS / WEIGTH

Length x Height x Width ( L x H x W ) 4.000 x 2.200 x 1.500 mm 7.500 x 2.200 x 1.500 mm 12.000 x 2.200 x 1.500 mm

Weight 1.800 kg 2.800 kg 3.800 kg
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